
4

0 10 20 30 40 50 60 70
75

125

100

150

175

200

225

Payload (lb)

C
e
n

te
r 

o
f 

g
ra

v
it

y
 (

m
m

)

C
e
n

te
r 

o
f 

g
ra

v
it

y
 (

in
.)

Payload (Kg)

0 20 40 60 80 100 120 140

3

4

5

6

7

8

cartoni	
�     studio	
�     film maxima

specifications

accessories

CARTONI introduces MAXIMA, an 
innovative	
�    compact	
�    design	
�    Fluid	
�    Action	
�    
Head	
�    featuring	
�    an amazingly smooth 
patented counterbalance system.	
�    The	
�    
MAXIMA	
�    is	
�    the	
�    ideal	
�    support	
�    for	
�    all	
�    fully	
�    
equipped	
�    Film	
�    Cameras	
�    and	
�    sophisticated	
�    
Broadcast	
�    packages.

The	
�    Maxima	
�    controls,	
�    knobs	
�    and	
�    levers,	
�    
are ergonomically placed to ensure 
camera operators complete ease-of-use 
in any situation, whether in the studio, 
location or during outside broadcasts 
while drag and counterbalance steps are 
monitored	
�    on	
�    a	
�    digital	
�    display.

Payload capacity goes from zero (0) to 
39 Kg (86 lbs) with a perfect balance 
throughout the entire 180° tilt range.

The	
�    specifically	
�    designed	
�    continuous 
Fluid Drag System performs from 
almost freewheeling to extremely 
consistent	
�    drag	
�    for	
�    maximum	
�    versatility.
The large sliding camera plate is 
compatible with Arri and O’Connor slides 
for	
�    increased	
�    versatility	
�    and	
�    ease.

Extremely rugged and precise, the 
MAXIMA is meant to become the 
ultimate industry standard.

Payload capacity at:
         200 mm (8”)  39	
�    Kg	
�    (86	
�    lbs)
         150 mm (6”) 45	
�    Kg	
�    (99	
�    lbs)	
�    
         100 mm (4”) 52	
�    Kg	
�    (115	
�    lbs)

Weight: 15	
�    Kg	
�    (33	
�    lbs)

Pan range: 360°

Tilt range: +/-	
�    65°

Counterbalance: Continuous

Fluid	
�    drag:	
�     Continuous

Bowl diameter: Flat	
�    Mitchell/150mm

Temp.	
�    range:	
�    -40°/+60°C	
�    (-40°/+140°F)
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