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FSB 8
Tech Specs

 75 mm  (H)DV

new!

 Quicklink: www.sachtler.com/en/fsb



 Quicklink: www.sachtler.com/en/fsb

Payload Table

C. O. G. *  min. kg/lb  max. kg/lb

75/3  1.2/2.7  12.2/27.2

100/4  1.0/2.3  10.5/23.1

125/5  0.9/2.0  9.1/20.1

150/6  0.8/1.8  8.0/17.7

* Center of gravity height (mm/in) 
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Settings

FSB 8 / 8 T

code

FSB 8:

 0707
FSB 8 T:

 0705

sysTems

FSB 8: 

SOOM FSB 8

FSB 8 SL MCF

FSB 8 / 2 MD

FSB 8 MD

FSB 8 / 2 D

FSB 8

FSB 8 T:

FSB 8 T SL MCF

FSB 8 T / 2 MD

FSB 8 T MD

FSB 8 T / 2 D

FSB 8 T

baTTery sysTems FSB 8 :

FSB 8 SL MCF PowerSet 

FSB 8 / 2 MD PowerSet

FSB 8 MD PowerSet

FSB 8 / 2 D PowerSet

FSB 8 PowerSet

 75 mm  (H)DV

accessories

measuremenTs in mm (FSB 8 T)measuremenTs in mm (FSB 8)

ø 75ø 75

175172

6562

166163

Payload range: 1 – 9 kg / 2 – 20 lb

Counterbalance: 10 steps

5 horizontal and 5 vertical grades  
of drag, +0

Tilt range:  +90° to -75° (FSB 8) 
+90° to -70° (FSB 8 T)

For tripods with 75 mm bowls,
integrated flat base fitting 

Pan bar DV left
(telescopic)34

71Pan bar DV right
(telescopic)34

70

Adapter 75/10039
06

FSB CELLCharger
(FSB 8 only)07

82FSB CELL
(FSB 8 only)07

81

Adapter with clam-
ping 1/4", 3/8", M839

86Adapter 
1/4", 3/8", M839

85

C.O.G. plate DV
(FSB 8 T only)14

65

Sachtler's strongest 75 mm solution

half ball with screw (integrated flat base)

FSB 8 TFSB 8

Adapter block  
FSB 6 / 839

82

new!
FSB 8FSB 8


